Text book Assi gnnent:

ASSI GAVENT 8

7, pages 7-1 through 7-21.

“Weapons Systens,”

chapt er

8-1.

8- 2.

8- 3.

8-4.

8- 5.

The conputer-control |l ed weapons
systens provide a higher degree of
safety by significantly reducing
the degree of which of the

followi ng factors?

Mechani cal failure
Electronic failure
El ectronic error
Human error

Do

The ACM panel in the F-14 is

| ocated in the

1. aft cockpit, center console

2. aft cockpit, left console

3. forward cockpit, center console
4. forward cockpit, left console

VWi ch of the foll owi ng conponents
is NOT |ocated on the ACM panel in
the F-14?

Armament safety override switch
Weapon status indicator

Master arm switch

ACM JETT swi tch

e e

Bef ore appl yi ng external power, the
techni cian nust ensure that all

armanment switches are in their

proper position?
1. True
2. Fal se

The stores on the station sel ected
on the armament panel in the F-14

are jettisoned when what switch is
pressed?

1. Weapon status

2.  HOT TR GGER

3. Master arm

4, ACM JETT
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8- 6.

8-7.

8- 8.

8-9.

8- 10.

Wth the F-14 weapon station | A

| oaded, ready, and selected, what
indication will the weapon status
i ndi cator |abeled 1A show on the

ACM panel ?

Bl ack

White

G ay

Checker board

W

What F-14 control contains the
DLC/ CHAFF di spense push button?

Control stick

Di spl ays control
ACM JETT control
HOT TRI GGER control

Bw e

Master arm power on the F-14 Is
removed by what component when the
aircraft is on the ground?

1. Port main |anding gear
wei ght - on-wheel s switch

2. Starboard main |anding gear
wei ght - on-wheel s switch

3. Nose | anding gear
wei ght - on-wheel s switch

4.  Landi ng gear handl e switch
assenmbly

The arnmanent safety override swtch
on the F-14 is located in the

1. forward cockpit, center console
2. nosewheel well

3. control stick

4. landing gear handle

The purpose of the armanent safety

override switch on the F-14 is to
1. arm weapons

2. bypass nissile control system
3. bypass landing gear safety

circuit for ground naintenance
4, renove master arm power for
ground mai ntenance



8- 11.

8-12.

8-13.

8- 14.

8- 15.

8- 16.

On the F-14, what are the npdes of
operation in the M61A1 20-mm
gunfire control systen?

A/ G and A/A only

A/ G and ACM encounter only
A/ A and ACM encounter only
AG A/A and ACM encounter

The AN AWWM 4 fuze function contro
system on the F-14 provides (a)
what type of voltage for charging
and arming and (b) what type of

armanent electrical fuzes?

1. (a) High ac (b) bonmb

2. (a) Hgh dc (b) bonmb

3. (a) High ac (b) missile
4. (a) High dc (b) missile

The decoy di spensing system ejects
what types of decoy rounds on the
F-14?

1. Flares only
2. Chaff packages only
3. Flares and chaff packages

VWhat jettison nodes are pil ot
controlled on the F-14?

Emer gency and ACM encount er
Energency and sel ective
ACM encounter and auxiliary
Sel ective and auxiliary

W

The | andi ng gear handle may be in
the DOMN position for what jettison
node on the F-14?

1.  Emergency
2. ACM encount er
3. Selective
4. Auxiliary

The F/ A-18 armanment system contains

what data |ink systenf
1. AN AWM 4

2. AN AWM 7

3. AIM7

4. AIM9

8- 17.

8- 18.

On the F/ A-18 ground power control

panel, the application of externa
power to the instrument and avionic
systens is controlled by what tota
nunber of toggle swtches?

1. One

2. Two

3. Three

4. Four

On the F/ A-18 ground power contro

panel , the RESET position of the
ext ernal power switch acconplishes
which, if any, of the follow ng

functions?

1. Provides electrical power to
the aircraft
2. Renoves electrical power from

the aircraft

3. Provides a circuit breaker for
an overl oad

4. None of the above

I N ANSVERI NG QUESTI ONS 8-19 AND 8- 20
REFER TO FIGURE 7-9 I N THE TEXTBOOK

8- 19.

8- 20.
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Nor mal weapon rel ease, |aunch, and
fire signals are disabled with the
LDG GEAR control handle in the DN

position.
1. True
2. False

Wth the LDG GEAR control handle in
the UP position, 28-volt dc power
is applied to the master arm
circuit breaker from what relay?

1. Main | anding gear
wei ght - on- wheel s
2. Main |anding gear
wei ght - of f - wheel s
3. Nose | anding gear
wei ght - on- wheel s
4.  Nose | anding gear
wei ght - of f - wheel s



8- 21. Wth the | anding gear handle in the
DN position to enable F/ A-18
weapons systens for ground
operational naintenance, what
switch is used for override?

Landi ng gear override
Armanment safety override
Master arm override

Wi ght - on-wheel s overri de

B~ w e

8-22. Wth the F/A-18 master arm switch
in the SAFE position, what is the
only armanent rel ease node that can
be initiated?

Bonb jettison
Mssile jettison
Emer gency jettison
Sel ectable jettison

B w N

8- 23. The F/ A-18 aircraft controller grip
assenbly contains which of the
followi ng switches?

The bonb rel ease only

The A/A only

The trigger only

The bonb rel ease, A/A, and
trigger

Ll

I N ANSVERI NG QUESTI ONS 8-24 THROUGH 8- 28,
REFER TO FI GURE 7-13 I N THE TEXTBOOK

8- 24. When will the DDIs display a
program list?

When In the A/A node

When in the A/ G node

VWen the wing-formis displayed
VWhen the wing-formis not

di spl ayed

el N e

8- 25. The wing-form display on the DDl's
is displayed during what node(s) of
operation?

1. A Gonly

2. AA only

3. AGand AA
4. SMWP
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8- 26.

8- 27.

8- 28.

8- 29.

8- 30.

In the A/A and A/ G computer nodes,
what weapon stations are always
di spl ayed on the DDl s?

1 and 9
2 and 8
3 and 7
4, 5, and 6

PowbE=

Wth the MASTER switch I n the SAFE
position and in the A/ G node, a
weapon selection will change the
weapon | oaded di splay by addi ng
which of the follow ng indications
on the DDIs?

1. A box around the acronym only

2. An X through the acronym only

3. A box around and an X through
the acronym

4. A RDY indication below the
acronym

Wien a weapon is selected, the
first priority station that has
this particular weapon |oaded is

i ndi cated by what indication on the
DDI s?

1. A box around the acronymonly

2. An X through the acronymonly

3. A box around and an X through
the acronym

4. A RDY indication below the
acronym

What conponent (s) control (s) the
SWP?

Digital display indicators
Digital conputers

Master arm switch

Armanment safety override swtch

e

A weapon-type code is NOT required
on what weapons |oaded on F/ A-18
fusel age stations 4 and 6?

AlIM7 missiles
AlIM9 nissiles
MK- 82 bonbs
MK-92 bonbs

BPownpE



8- 31.

8- 32.

8- 33.

8- 34.

8- 35.

On the F/A-18 MJ HYD | SOL panel,
when the MC switch is in the NORM
position, power is applied to which
of the following conputers?

Conputer No. 1 only

Conputer No. 2 only

Conputers Nos. 1 and 2 only
Armanent conputer and conputers
Nos. 1 and 2

B ow O -

The F/ A-18 jettison system has how

many total nodes of release?
1. One

2. Two

3. Three

4. Four

The F/ A-18 auxiliary jettison node
is used to jettison weapons on the
five pylon stations at which of the
followi ng tines?

1. \When the emergency jettison
node fails only

2. \WWen the selective jettison
node fails only

3. \Wen the energency or the
selective jettison node fails

4,  \When the emergency and the
selective jettison nodes fai

The F/ A-18 nornmal bonb rel ease has
what total number of electrically
controll ed nodes of operation?

1. One
2. Two
3. Three
4, Four

Voltage is applied to the F/A-18
bonb armi ng unit through aircraft

wiring from what power source?
1. PS-6419

2. PP-6419

3. AN AWNM 7B

4. AN AWV 4

55

8- 36.

8- 37.

8- 38.

8- 39.

8- 40.

8-41.

Where on the F/A-18 is the
CAGE/ UNCAGE switch for the Wlleye
guided missile system | ocated?

1. The throttle

2. The armament control panel

3. The flap control panel

4, The aircraft controller grip
assenbly

What F/ A-18 system provides contro
and guidance to the M 21 and M 27
Wal | eye weapons?

1. AN AWM 4
2. AN AWM 7B
3. ANVA MY
4. AN AIM9

On the F/A-18 aircraft controller
grip assenbly, what trigger switch
position, if any, initiates |aunch
of the AGW 65 Maverick mssile?

1. First detent

2.  Second detent

3. Third detent

4, None

Control of the AGW 88 HARM missile

is supplied through what F/ A-18

conponent or systen®

1. DDl

2. SwWP

3. Data link

4. Radar

Control of the AIM7 Sparrow

mssile in the F/A-18 is supplied

t hrough SW and what ot her
conponent or systenP

1. DDl

2. FLIR

3.  Radar

4, Data |ink

On the F/A-18 DDI, what indication

shows that the Sparrow nmissile
selected is NOT tuned?

1. The SEL light will not
illum nate
2.  An X through the SP acronym
3. The box around the SP acronym
fl ashes
4. No X through the SP acronym



8-42.

8- 43.

8- 44.

8- 45.

8- 46.

8- 47.

Wth the F/A-18 AlM9 Sidew nder 8- 48.
mssile IR COOL switch in the NORM
position, coolant is enabled to all
seeker heads at which of the
follow ng times?
1. Wen the weight is off the
wheel s
2. When the MASTER switch is in
the ARM position 8- 49.
3. When the station is selected on
the DD
4. When the acronym SW has SEL
di spl ayed bel ow on the DDl
The F/ A-18 M61Al 20-mm gun system
has what total nunber of subnodes?
8- 50.
1. One
2. Two
3. Three
4. Five
The P-3C has what total nunber of
bonmb bay and wing stations?
1. 8 8-51.
2. 10
3. 18
4. 66
The S-3A has what total nunber of
bomb bay and wing stations?
1. Five
2. Two
3. Six
4. Four
What stores will the P-3C
electrical jettison rel ease system
rel ease or eject?
8-52.
1. Al kill stores only
2. Al search stores only
3. Al kill and search stores
What stores will the S-3A
electrical jettison release system
rel ease or eject?
8-53.
1. Al wing stations stores only
2. Al search stores only
3. Al wing stations and search
stores
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What total nunber of free-fall
search stores |aunch chutes, if
any, is on the S-3A aircraft?

1. One
2. Two
3. Three
4, None

VWhat is the approxi mate dianeter of
the P-3C size B chute?

1. 5in.
2. 7 in.
3. 10 in.
4, 12 in.

On the P-3C, what device shears the
pin lugs and ejects the sonobouy
stores from the SLC?

1. The CAD
2. The SUS
3. The SLT
4.  The TLC

On the P-3C and the S-3A, what
action prevents the inadvertent
firing of the SLT stores on the
deck?

1. Manual ly placing the sono
safety switch in the SAFE
position

2. Leaving the sono safety switch
access door open

3. Manually placing the sono
safety switch to the OFF

position
4, Deactivating the sono |aunch
circuit breaker

In the S-3A, what
| oaded in tube P2?

itemis always

A MM
A SUS
A SLT sonobuoy
A SAR sonobuoy

Ll

Wth the exception of tube P2 in
the S-3, when the enmergency
jettison circuit is activated, all
SLCs will jettison in less than 10
seconds.

1. True
2. Fal se



8- 54.

8- 55.

8- 56.

8- 57.

8- 58.

8- 59.

The SH 3 contains what total numnber 8- 60.
of size A launcher tubes?
1. 12
2. 24
3. 48
4. 72
VWhat type of systemis used to
| aunch sonobuoys in the SH 60? 8- 61.
1. Hydraulic
2. Pneumatic
3. Free-fall
4. CAD
Wth nultiple faults detected by
the SH 60 ECU and |auncher BITE
test, the failure codes will cycle 8- 62.
at what interval s?
1. 12-second
2. 10-second
3. 5-second
4. 3-second
Wt hout electrical power, which of 8- 63.
the followi ng devices operate the
P- 3C bonmb bay doors for ground
nmei nt enance?
1. A hand punp only
A hand punp and nmanual control
val ve
3. A 3/8-inch drive crank only
4, A 3/8-inch drive crank and
manual control valve 8- 64.
Wt hout electrical power, which of
the follow ng devices operate(s)
the S-3A bonb bay doors for ground
nmei nt enance?
1. A hand punp only
2. A hand punp and manual control
val ve
3. A 3/8-inch drive crank only 8- 65.

4. A 3/8-inch drive crank and
manual control val ve

VWhen working in the bonmb bays of
either the P-3C or S-3A, what item
must be in place?

El ectrical power

The 3/8-inch drive crank

The sono door safety pin

The bonb bay door safety pin

Ll
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What crew nenber has final contro
of the release of bonb bay stores
In the P-3C and S-3A?

1. The TACCO
2. The SENSO
3. The pilot
4, The copil ot

The P-3C wi ng | auncher assenbly

uni versal pylon uses what bonb
rack?

1. Aero 58A-1

2. Aero 65A-1

3. BRU-11A/A

4, BRU-22A/ A

The S-3A wi ng pylon supports what

ej ector rack?

1. Aero 58A-1

2. Aero 65A-1

3. BRU-11A/ A

4. BRU-22A/ A

In the P-3C, control and rel ease of
search and kill stores from the
aircraft is concentrated between

what crew nenbers?

1. The pilot and TACCO

2. The pilot and SENSO

3. The copilot and SENSO

4. The copilot and TACCO

In the S-3A, control and rel ease of
search and kill stores from the
aircraft is concentrated between

what crew nenbers?

1. The pilot and TACCO
2. The pilot and SENSO
3. The copilot and SENSO
4, The copilot and TACCO

The P-3C search store release and
control in the manual npde is
conpl eted by what crew nenber?

1. The pilot
2.  The SENSO
3. The TACCO
4. The ordnance



8- 66. The jettison of wing stores In 8-67. \What | anding gear weight-on-wheels

pairs on the P-3C is at what switches disable the P-3C and S-3A
interval s? jettison circuits on the ground?

1. 1-second 1. Main

2. 2-second 2. Nose

3. 3-second 3. Right

4. 4-second 4. Left
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